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NOTE: -
1. Number of motor(s) and location depends on curtain overall dimension
2. Number of sides depends on radius and ceiling slot width

HEADBOX Z (mm) CURTAIN DIMENSION
X (mm) Y (mm) RADIUS DROP ANGLE

350 225 100 Unlimited < 4m 45° - 180°
350 300 175 Unlimited < 8m 45° - 180°

SIDE GUIDE DETAIL
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Typical Arrangement - Capping Proposal
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NOTE: -
1. Number of motor(s) and location depends on curtain overall dimension and the weight of capping
2. Number of sides depends on radius and ceiling slot width
3. Capping width depends on ceiling slot width
4. If capping is required, it is supplied in pre-curved sections and each section is butted up to the next
5. Headbox size should allow additional 15mm for fixings bolt head

HEADBOX SIZE Z (mm) CURTAIN DIMENSION
X (mm) Y (mm) RADIUS DROP ANGLE

350 225 100 Unlimited < 4m 45° - 180°
350 300 175 Unlimited < 8m 45° - 180°

SIDE GUIDE DETAIL
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NOTE: -  Number of motor(s) and location depends on curtain overall dimension

HEADBOX Z (mm) CURTAIN DIMENSION
X (mm) Y (mm) L - WIDTH DROP ANGLE

350 225 100 Unlimited < 4m 45° - 180°
350 300 175 Unlimited < 8m 45° - 180°

SIDE GUIDE DETAIL

LESS THAN 90 DEG DETAIL
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HEADBOX SIZE Z (mm) CURTAIN DIMENSION
X (mm) Y (mm) L - WIDTH DROP ANGLE

350 225 100 Unlimited < 3m 45° - 180°

DOOR CLOSED DOOR OPENED
NOTE: -  Number of motor(s) and location depends on curtain overall dimension

 -  Headbox size should allow additional 15mm for fixings bolt head

 * DOOR MAX. HEIGHT = 3M
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